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JET-GROUTING PUMPS 
 
Plunger piston pump with two bodies, both for fluid cement, or one for fluid cement and the other for water. Both 
at very high pressure. 
 
Main characteristics: 

· Drive power of diesel engine and high pres. hydr. piston 
pumps. 

· Electronic control module to regulate pressure and flow, 
also to integrate total pumped fluid. 

· Complet setup in a freight container 20 FT, silenced and 
with locked doors. 

· Fluid cement precharge pump to feed main. 
· Easy maintenance and adapted for different works as it is 

possible to use different pistons of ø60mm, ø70mm, ø80mm 
and ø110mm. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Pump model SEGOQUI-410 

Diesel engine 400 H.P / 1.800 r.p.m. 

2 Hydraulic pumps of 200 l/min each. 

ø Suctions input is 2”. 

ø Hydraulic pres. output is 12mm. 

Nº piston: 4. 

Stroke : 250mm. 

ø Piston (mm) Flow (l/min) Press. (bar) 

60 130 800 

70 165 600 

80 250 400 

110 480 200 

Pump model SEGOQUI-660 

Diesel engine 660 H.P / 1.800 r.p.m. 

2 Hydraulic pumps of 400 l/min each. 

ø Suctions input is 2”. 

ø Hydraulic pres. output is 25mm. 

Nº piston: 4. 

Stroke: 400mm. 

ø Piston (mm) Flow (l/min) Press. (bar) 

70 160 1.000 


