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JET-GROUTING PUMPS 
 
Plunger piston pump with two bodies, both for fluid cement, or one for fluid cement and the other for water. Both 
at very high pressure. 
 
Main characteristics: 

• Drive power of diesel engine and high pres. hydr. piston 
pumps. 

• Electronic control module to regulate pressure and flow, 
also to integrate total pumped fluid. 

• Complet setup in a freight container 20 FT, silenced and 
with locked doors. 

• Fluid cement precharge pump to feed main. 

• Easy maintenance and adapted for different works as it is 
possible to use different pistons of ø60mm, ø70mm, ø80mm 
and ø110mm. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Pump model SEGOQUI-410 

Diesel engine 400 H.P / 1.800 r.p.m. 

2 Hydraulic pumps of 200 l/min each. 

ø Suctions input is 2”. 

ø Hydraulic pres. output is 12mm. 

Nº piston: 4. 

Stroke : 250mm. 

ø Piston (mm) Flow (l/min) Press. (bar) 

60 130 800 

70 165 600 

80 250 400 

110 480 200 

Pump model SEGOQUI-660 

Diesel engine 660 H.P / 1.800 r.p.m. 

2 Hydraulic pumps of 400 l/min each. 

ø Suctions input is 2”. 

ø Hydraulic pres. output is 25mm. 

Nº piston: 4. 

Stroke: 400mm. 

ø Piston (mm) Flow (l/min) Press. (bar) 

70 160 1.000 
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TURBO MIXERS 
 
They are small compact plants, designed to obtain a controlled homogeneous mix of water, cement, bentonite, 
very small grain, densities up to 1.850 gr/lit. of fluid cement. 
Performance is manual or automatic, controlling input, density. 
Electric power, industrial skid mounting, all pipes at input/output are quick non-spill connectors to make easy 
internal cleaning. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 

 
 

 

 

STIRRERS 
 
Tanks to keep fluid cement/bentonite ready for pumping/injection, to void sediment formation. They get an 
electric motor/reducer to drive rotating arms. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Model of mixer Power (kw) Mixer capacity (liters) 

SGM - 6 - 300 6 300 

SGM - 8 - 600 8 600 

SGM - 20 - 1000 20 1.000 

SGM - 30 - 2000 30 2.000 

Model Stirrer Power (kw) Tank capacity (liters) 

SGB - 600 2 600 

SGB - 1.200 3 1.200 

SGB - 2.000 4 2.000 

SGB - 4.000 6 4.000 
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TELESCOPIC CONTAINERS 
 
Tanks of big capacity to fill with bentonite mix. They can be transported one inside other. At jobsite they are 
mounted one over other to limit room. Once installed they get stairs, hand reel, non slip floors, etc. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MODEL A  -   Two containers (Usefull capacity 95 m³) 

 Long (mm) Wide (mm) High (mm) Capacity (m³) 

Lower 11.500 2.300 2.400 55 

Upper 10.700 1.900 2.250 40 

MODEL B  -   Three containers (Usefull capacity 90 m³) 

Max. long: 8.000 mm. 

Max. high (at job): 2.600 mm. 

Wide max.: 2.300 mm. 


