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HIGH PRESSURE AIR COMPRESSOR MODULES (PTO) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Standard high pressure portable, air compressors and PTO modules. Installation of complet PTO system with 
diesel power, flex coupling, control and indicators. 
 
Range of portables and PTO up to 33 m³/min at 25 bar. 
 
 
 

AIR BOOSTERS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Complet installation of Air Boosters. Input of 2 / 3 standard high pressure portables. Output at 80 bar. Power 
pack of diesel – third stage block – pre/after cooler – remote control. 
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Compressor block at 1.100 - 1.200 r.p.m. for 50 - 60 m³/min (2 portables of 25 - 30 m³/min), and at 1.800 - 1.900 
r.p.m. for 75 - 90 m³/min (3 portables of 30 m³/min). 
 
Besides a control panel with safety systems (temperature – pressure – bypass system) there is a remote 
neumatic control for the operator to make unit safe, easy use for drilling. 
 
Typical uses: 

• DTH hammer drill deep holes (6” to 18” diameter). 

• Direct circulation air drilling with big water input. 

• Reverse circulation mining exploration. 

• Any application of compressed air over 25 bar. 
 
Advantages: 

• Deep hole drilling with big water input. 

• High increase of overall drilling speed. 

• Time saver to start drilling after adding rods. 

• Increase of freeing of collapsed bridge to recuperate drilling. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Line air pressure while drilling. 
Final pressure of booster (45 bar). 
Max. pressure with portable air (25 bar). 
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INJECTION HEADS-SWIVELS  
 
Swivels for head top and head under (with side input). Varied use: 
water, sludge, jet grouting, air. Also for reverse circulation (air-end) 
with central pass of ø120mm and 2” air input. 
 
 
 
 
 

 
ROTARY HEADS 
 
 
 
 
 
 
 
 
 
 
 
Hydraulic actuated rotary heads for many applications: piles, geotechnic, water well, horizontal drilling.  
Varied design: high torque, high rpm speed, fixed speed, several speed reducer, including remote control of 
speed shift. 
 
 

SLUDGE PUMPS 
 
Piston pumps, duplex, triplex, for sludge or bentonite. 
Several types of drives: flywheel, hydraulic diesel/electric motor. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Top swivel

Side input lower swivel (air-end) 


